


4. Dziatanie:
4.1. 0Ogélne wprowadzenie systemu sterowania

Urzadzenia serii TF-CS wyposazone sg w zintegrowany termoregulator WIFI, co oznacza, ze
do sterowania grzejnikiem nie jest potrzebny zaden inny dodatkowy termostat. Po pota-
czeniu grzejnika z aplikacjg, smartfon przejmuje kontrole i komunikuje sie z termoregula-
torem. Jesli w domu nie dziata Internet, wcigz mozliwe jest reczne sterowanie grzejnikiem
za pomocg termoregulatora. Po ponownym podtgczeniu grzejnika do sieci Wi-Fi, smartfon
przejmie ponownie kontrole.

Panele z serii TF-CS majg nastepujace funkcje:

- Tryb reczny: prosta regulacja temperatury i funkcja 24-godzinnego timera

- Tryb inteligentny: program 7-dniowy, 4 strefy czasowe na dzien

- Tryb wakacyjny: ustawienie statej temperatury podczas nieobecnosci i automatyczny po-
wro6t do normalnych ustawien po zakonczeniu wakacji

- Funkcja wykrywania otwartego okna

4.2. Opis przyciskéw:

1. Przycisk zasilania . ; 0
2. Przycisk WIFI />/-%
3. Przycisk ,,+" ©®«—1 P
4. Przycisk ,-" © 2?2 ///v@
5. Przycilsk timera . o-—: ] /@
6. Wskaznik stanu ogrzewania T

© —>5 /

FY vy v
4.3. Wyswietlacz ekranowy: =:= E @ =
1. Dzien tygodnia 5 —  » F: F: : F: F:
2. Oznaczenie otwartego okna .-'-.-'-'—-
3. Oznaczenie timera 6 o0
4. Oznaczenie Wi-Fi L
5. Czas

6. Temperatura



4.4. Wykrywanie otwartego okna:

Grzejnik ten jest wyposazony w funkcje wykrywania otwartych okien. Jesli nasz system
sterowania wykryje, ze temperatura w pomieszczeniu gwattownie spada w krétkim czasie,
gdy grzejnik pracuje w trybie ogrzewania, stwierdzi, ze okno jest otwarte. lkona okna na
ekranie zacznie miga¢, a grzejnik wytaczy sie na 30 minut i po 30 minutach automatycznie
powrdci do poprzedniego ustawienia.

Funkcje te mozna wytgczy¢ i wtgczy¢ poprzez nacisniecie przez ok. 5 sekund przycisku ,-", a
znak otwartego okna na ekranie zniknie lub pojawi sie.

4.5. Kalibracja temperatury

Dtugie nacisniecie przycisku ,+" przez ok. 5 sekund powoduje przejscie do kalibracji tem-
peratury.

Ustawienie odpowiedniej wartosci dokonujemy poprzez naci$niecie przycisku ,-" lub ,+".
Zakres kalibracji wynosi od -5 do +5 stopni.

4.6. Funkcja Wi-Fi wt./wyt.

Dtugie nacisniecie przycisku ,Timer” przez okoto 10 sekund wytgczy potgczenie Wi-Fi, a
symbol WIFI na ekranie zniknie. Dtugie nacisniecie przycisku ,Timer” przez okoto 10 se-
kund witaczy go ponownie.

4.7. Sterowanie reczne:

Aby uruchomié tryb reczny, nalezy aktywowac przetgcznik zasilania, nacisngc przycisk zasi-
lania w celu wtagczenia grzejnika, a na ekranie pojawi sie symbol ,M". Teraz grzejnik pracuje
w trybie recznym. Ustaw zgdang temperature, naciskajac przycisk ,-" lub ,+".

Jesli uzytkownik chce ustawic timer, nalezy nacisngc¢ przycisk timera, a na ekranie pojawi
sie napis ,,00H", umozliwiajgcy ustawienie timera poprzez nacisniecie przyciskéw ,-" i ,+".

4.8 Aplikacja TERMOFOL SMART
4.8.1 Wyboér aplikacji i instalacja

Grzejnik wspotpracuje wytgcznie z sieciami WiFi 2,4 Ghz. Sterowanie urzagdzeniem odbywa
sie za posrednictwem aplikacji TERMOFOL SMART dostepnej na platformy Android oraz
iOS. W celu przeprowadzenia procesu podtaczenia panelu grzewczego do lokalnej sieci
WiFi, nalezy pobra¢ na swoje urzgdzenie mobilne aplikacje TERMOFOL SMART wykorzystu-
jgc ponizsze kody QR:

Android: iOS:




Pobrang aplikacje instalujemy na urzgdzeniu mobilnym i witgczamy ustugi lokalizacji, oraz
potgczenie WiFi urzgdzenia z siecig, do ktérej bedziemy przytaczac grzejnik. Nalezy zapisac
hasto do tej sieci, gdyz bedzie potrzebne w dalszym procesie konfiguracji.

4.8.2. Rejestracja i zaktadanie konta w aplikacji

W celu korzystania z aplikacji nalezy zatozy¢ konto uzytkownika (dokonac rejestracji w apli-
kacji). W tym celu uruchamiamy aplikacje, i na pierwszym ekranie wybieramy opcje ,zare-
jestruj sie”.
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Na kolejnym ekranie wskazujemy kraj instalacji, oraz wpisujemy adres e-mail lub nr te-
lefonu, na ktéry zostanie wystany kod weryfikacyjny. Po uzupetnieniu tych danych, nale-
zy odczytac z tresci otrzymanej wiadomosci e-mail lub SMS przestany kod weryfikacyjny i
uzupetnic go na kolejnym ekranie rejestracji aplikacji. Proces rejestracji konczymy ustalajac
hasto do naszego konta,ktérym bedziemy sie od teraz logowa¢ do naszego konta w aplika-
cji. Rejestracja jest zakoriczona i mozemy przej$¢ do dodawania urzadzenia - podtagczenia
grzejnika.

4.8.3. Przygotowanie panelu grzewczego do potgczenia z WIFI

Wytacz panel grzewczy za pomoca przycisku wigcz/wytgcz. Na ekranie pojawi sie napis
OFF. Nacisnij i przytrzymaj przycisk WIFI do momentu, az na ekranie pojawi sie migajaca
szybko ikona WIFI. Wéwczas panel grzewczy jest gotowy do podtgczenia z aplikacja.



4.8.4. Potaczenie panelu grzewczego z aplikacjg

Majac przygotowany panel grzewczy, uruchamiamy aplikacje TERMOFOL SMART i po zalo-
gowaniu do aplikacji na ekranie gtéwnym wybieramy funkcje dodaj urzadzenie.

s 8@ & A 6%a s 8@ [EET 6 9@ A 65%a [EIEECLT) A 6E%a
@ © < Dodajrecanie  Auto Soan = Anulyj £2 Mode = Anulyj
Najpierw zrestartuj urzadzenie Wybierz sie¢ Wi-Fi 2,4 GHz i
e wprowadz hasto

Wiacz urzadzenie i zatwierdz jesii dioda mruga
szybko

Dodaj urzadzenie
Iy P
= TERMOFOL
=)
Potwierdz szybkie mruganie
wyswietlacza
@ Youarescvised 0 enabe luetootn “
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Na kolejnym ekranie nalezy wybrac ikone termostat, oraz na kolejnym ekranie zaznaczy¢
opcje ,potwierdz szybkie miganie wyswietlacza” i wybrac¢ przycisk ,next”. Na kolejnym
ekranie nalezy wpisa¢ hasto dostepowe sieci wifi do ktorej podtgczamy grzejnik i zatwier-
dzi¢ wybierajgc przycisk ,nastepny”. Proces tgczenia nastepuje w petni automatycznie, a
jego postep mozemy $ledzi¢ na ekranie wysSwietlajgcym postep czasu oraz na 3 punktowej
osi wskazujacej kolejne etapy ustanawiania potaczenia. Po zakonczeniu procesu taczenia,
wskaznik postepu osiggnie 3 poziom, po czym automatycznie pojawi sie ekran informujacy
o pomysinym dodaniu urzadzenia i umozliwiajacy ewentualng zmiane nazwy tego urza-
dzenia pod jaka bedzie ono wyswietlane w aplikacji. Caty proces zatwierdzamy klikajac w
znajdujacy sie w gérnym prawym rogu ekranu aplikacji napis ,Wykonano”.
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4.8.5 Reset WIFI

Aby zresetowac potgczenie WIFI, nalezy nacisnag¢ i przytrzymac przez okoto 5 sekund przy-
cisk WIFI, do momentu az ikona WIFI zacznie znowu migac.

5. Specyfikacja techniczna

Panele objete niniejszg instrukcja sa wyszczegdlnione w ponizszej tabeli.

Model Zasilanie Wymiary Montaz Ochrona IP
TF-CS500 500 W 60*60 cm Sciana IP24
TF-CS1000 1000 W 60*120 cm Sciana P24
TF-CS500 TF-CS1000

ATERMOFOL
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ErP Informacje dotyczace wymagan dla elektrycznych grzejnikéw

Model: TF-CS500

Pozycja Oznaczenie ~ Wartos¢
Moc grzewcza
Nominalna moc Pnom 0,5
grzewcza
Minimalna moc grzew- Pmin 0,0

cza (orientacyjna)

Dodatkowe zuzycie energii elektrycznej

Przy nominalnej

d elmax 0,5
mocy grzewczej
Przy minimalnej )
mocy grzewczej elmin 00
W trybie czuwania elSB 0,001

Jednostka

kw

kw

kw

kw

kw

Pozycja

Rodzaj mocy grzewczej, tylko dla elektry-
cznych akumulacyjnych grzejnikéw do
pomieszczen mieszkalnych (wybrac jedng)

Reczne sterowanie odprowa- )
dzaniem ciepta, z wbudowa- Nie
nym termostatem

Reczne sterowanie
odprowadzaniem ciepta
z informacja zwrotng o Nie
temperaturze pokojowej i/
lub zewnetrznej

Moc grzewcza wentylatora Nie

Rodzaj mocy grzewczej/

regulacji temperatury

w pomieszczeniu (wy-
brac jedna)

Jednostopniowa moc
grzewczaibez regulacji Nie
temperatury w pomiesz-
czeniu

Dwa lub wiecej stopni regu-
lacji recznej, bez regulacji Nie
temperaturyw pomiesz-

czeniu

Z mechanicznym termosta-
temdo regulacji tempera- Nie
tury w pomieszczeniu

Z elektroniczna regulacjg
temperatury w pomiesz- Nie
czeniu

Elektroniczna regulacja tem-
peraturyw pomieszczeniu Nie
oraz zegar dzienny

Elektroniczna regulacja tem-
peraturyw pomieszczeniu Tak
oraz zegar tygodniowy

Inne warianty regulac{(i
(mozliwos¢ wyboru kilku
opcji)
Regulacja temperatury w
pomieszczeniu, z wykrywaniem Nie
obecnosci

Regulacja temperatury w
pomieszczeniu, z wykrywa- Tak
niem otwartego okna
Z opcjg regulacji odlegtosci Nie

Z adaptacyjna kontrolg

o Nie
uruchamiania
Z ograniczeniem czasu pracy Nie
Z czujnikiem ciepta )
! P Nie

promieniowania



ErP Informacje dotyczace wymagan dla elektrycznych grzejnikéw

Model: TF-CS1000

Pozycja Oznaczenie Wartos¢ Jednostka Pozycja

Rodzaj mocy grzewczej, tylko dla elektry-
Moc grzewcza cznych akumulacyjnych grzejnikéw do
pomieszczen mieszkalnych (wybrac jedng)

Reczne sterowanie odprowa-
Pnom 1 kw dzaniem ciepta, z wbudowa- Nie
nym termostatem

Nominalna moc
grzewcza

Reczne sterowanie
odprowadzaniem ciepta
Pmin 0,0 kw z informacja zwrotng o Nie
temperaturze pokojowej i/
lub zewnetrznej

Minimalna moc grzew-
cza (orientacyjna)

Dodatkowe zuzycie energii elektrycznej Moc grzewcza wentylatora Nie
. . Rodzaj mocy grzewczej/
Przy nominalnej regulacji temperatury
d elmax 1 kw ;
mocy grzewczej w pomieszczeniu (wy-
brac jedna)
b — Jednostopniowa moc
rzy minimalnej ’ grzewczaibez regulacji ;
mocy grzewczej elmin 00 kw temperatury w pomiesz- Nie
czeniu
Dwa lub wigcej stopni regu-
W trybie czuwania elSB 0,001 kw R Nie

temperatury
W pomieszczeniu

Z mechanicznym termosta-
temdo regulacji tempera- Nie
tury w pomieszczeniu

Z elektroniczna regulacjg
temperatury Nie
W pomieszczeniu

Elektroniczna regulacja tem-
peraturyw pomieszczeniu Nie
oraz zegar dzienny

Elektroniczna regulacja tem-
peraturyw pomieszczeniu Tak
oraz zegar tygodniowy

Inne warianty regulac{(i
(mozliwos¢ wyboru kilku
opcji)
Regulacja temperatury
w pomieszczeniu,z NI
wykrywaniem obec-
nosci

Regulacja temperatury w
pomieszczeniu, z wykrywa- Tak
niem otwartego okna

Z opcjg regulacji odlegtosci Nie
Z adaptacyjna kontrolg Ni
L ie
uruchamiania
Z ograniczeniem czasu pracy Nie
Z czujnikiem ciepta Nie

promieniowania
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TF-CS500 WIFI / TF-CS1000 WIFI

SMART WIF|
PANEL HEATER

m Installation & Operation Instructions

@ Note: Please read the instructions before starting the installation!
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Read the installation and operating instructions completely be-
fore starting any installation works and save the instructions
for later use.

DESCRIPTION OF THE SYMBOLS

Before using this heater, please refer to the corresponding section in this
instruction manual.

M

In accordance with European directives applicable to this product.

%,

WARNING: In order to avoid the heater overheating, do not cover it.

| ¢

The crossed-out wheeled bin symbol indicates that the item should be
disposed of separately from household waste. The item should be handed
in for recycling in accordance with local environmental regulations for wa-
ste disposal. By separating a marked item from household waste, you will
help reduce the volume of waste sent to incinerators or land-fills and mini-
mise any potential negative impact on human health and the environment.



1. Safety instructions

TO REDUCE THE RISK OF FIRE, ELECTRIC SHOCK OR INJURY:
1.1 Product related safety warnings

* This infrared heaters operate at a surface temperature of around 95 °C. Do NOT touch
the heater when switched on.

* Prolonged contact may cause injuries or burns.

* Do NOT cover the heater with anything. Covering may cause overheating and can result
in fire.

* The heater should NOT be used to dry textiles and no objects shall be placed or leaned
against the heater.

* Keep a distance of at least 40 cm in the front and 20 cm on the sides to any object,wall.
Failure to do so will cause heat to build up behind the heater and will void your warranty.
* This heater is designed to be wall mounting, please don't mount them on the ceiling.

* This heater can be easily operated using your smartphone, via the same WLAN, via
a different WLAN, or via a 3G or 4G mobile network. This makes it possible to operate
your heater remotely, without your direct supervision. However, please make sure that
all safety precautions stated in this manual must be taken even with remote operation.

1.2 Dangers for children and persons with limited abilities

* This appliance can be used by children aged from 8 years and above and persons with
reduced physical, sensory or mental capabilities or lack of experience and knowledge if
they have been given supervision or instruction concerning use of the appliance in a safe
way and understand the hazards involved. Children shall not play with the appliance.
Cleaning and user maintenance shall not be made by children without supervision.

+ Children of less than 3 years should be kept away unless continuously supervised.

+ Children aged from 3 years and less than 8 years shall only switch on/off the appliance
provided that it has been placed or installed in its intended normal operating position
and they have been given supervision or instruction concerning use of the appliancein a
safe way and understand the hazards involved. Children aged from 3 years and less than
8 years shall not plug in, regulate and clean the appliance or perform user maintenance.

* CAUTION — Some parts of this product can become very hot and cause burns.
Particular attention has to be given where children and vulnerable people are pre-
sent.

* If the supply cord is damaged, it must be replaced by the manufacturer, its service
agent or similarly qualified persons in order to avoid a hazard.

+ Do NOT operate the heater in small rooms when occupied by people not capable of
leaving the room by themselves. The surface of the heater can reach a surface tempera-
ture of up to 95 °C, keep out of reach of children and disabled persons.

+ Keep away babies and children from all packaging material such as plastic bags to avo-
id danger of suffocation.



1.3 Electric safety directions

* When installing, repairing or servicing the heater it must be turned off and disconnected
from power. Before installation please check if the heater is free of damages.

« If the heater or the power cord is damaged in any form do NOT use the heater and con-
tact your dealer for repair or replacement. Repairs, maintenance or any changes must be
carried out by an authorized dealer.

+ DO NOT attempt to repair the heater by yourself, this will void your warranty.

« If the heater has been dropped do NOT operate it and contact your dealer to make sure
it is free of any damages.

* This heater is designed to operate at 230V, 50Hz AC. If your supply mains do not comply
with this, do NOT use the heater.

* The heater must not be located immediately below a socket-outlet.

* WARNING: The glass heater must not be used if the glass surface is damaged.

* WARNING: Do not use this heater in small rooms when they are occupied by persons
not capable of leaving the room on their own, unless constant supervision is provided.

2. How to care for your heater
2.1 Cleaning

Always unplug your heater and let it cool down completely before cleaning. Never dip into
water and never splash water on it. Clean the heater with a soft damp cloth. For glass
models use a soft cloth and glass cleaner. Never use a wet cloth and make sure to dry the
heater when clean with a dry cloth. Do not use any abrasive materials, solvents or harsh cle-
aning sponges as this could cause scratches or other irreparable damage. Before operating
the heater again it must be completely dry.

2.2 Using/Working

Please note that the heater may discolour with use. This is due to airborne pollution and is
not a fault. Do not cover your heater with a picture foil and do not paint or print the heater
yourself. This might cause damage to the heating element and will void your warranty. If
you notice any noise, smells, visible changes or exceptionally high temperatures please
discontinue use and contact an authorised dealer.

2.3 Repair

Repairs must be carried out by authorised dealers or by producer directly. If you attempt to
alter the product or to proceed with any repairs yourself it will void your warranty.



2.4 Disposal

This marking indicates that this product should not be disposed with other ho-
usehold wastes throughout the EU. To prevent possible harm to the environ-
ment or human health from uncontrolled waste disposal, recycle it respon-
sibly to promote the sustainable reuse of material resources. To return your
used device, please use the return and collection systems or contact the reta-

I i'er where the product was purchased. They can take this product for environ-
mental safe recycling.

3. Mounting Installation

Note: The kit supplied in the package is designed for mounting vertically on a solid wall. If
mounted onto other types of walls, you will need appropriate fixings (not supplied). Please
make sure the wall is safe to mount. We highly recommend to have the panel installed by
a qualified electrician or installer authorized by Termofol. The heater must be at least 20
cm removed from all objects, walls, etc.; the distance to the floor must be at least 20 cm.

Step 1. Use the supplied tem-
plate to mark the position of the
holes on the wall.

WALL

Step 2. Drill holes using a 8mm

&) \@3’ drill
Step 3. Insert the dowels into

the holes.

_//% WAL WAL Step 4. Screw in the supplied
screws to the wall.

Step 5. Mount the panel on the
screws.

Step 6. Move the panel to the
right and then down until it's se-
cured.




4. Operation:

4.1 General introduction of the control system

The TF-CS range has an integrated WIFI control box, meaning there is no other additional
thermostat needed to control the heater. Once the heater has been connected to the APP,
the smartphone will take control and communicate with the control box. If your home in-
ternet is not working, it is still possible to operate the heater via the control box manually,
once the heater is re-connected to the WIFI, the smart phone will take control again.

The TF-CS models have the following features:

- Manual mode: simple temperature control and 24 hours timer function

- Smart mode: 7 days program, 4 time zones per day

- Holiday mode: set up a fixed temperature during your absence and automatically switch
back to normal settings after your holiday

- Open window detection function

4.2 Buttons description:

1. Power button . >/;@
2. WIFI button / @
3.“+" button @1 P
4. "= button e 2 ///@
5. Tlme.r button o o-—: ///@
6. Heating status indicator T
© —>5 /
e+ (
§ NP

4.3 Screen display:

1. Weekday 'S5 200 2 2
2. Open window Sign F: E @ =
3. Timer Sign 5 ->_|:| -0
4. WIFI Sign [ o
5. Time 6 A
6. Temperature Ny




4.4 Open window detection:

This heater is equipped with an open window detection function. If our control system de-
tects that the room temperature decreases dramatically in short period when the heater
is in the heating status, it will recognize that a window is open. The window sign on the
screen will start to flash and the heater will power off for 30 minutes and get back to the
previous setting automatically after 30 minutes.

You can deactivate and activate this function by long pressing for 5 seconds the “-" button,
and the open window sign on the screen will disappear and appear accordingly.

4.5 Temperature calibration

Long press “+” button for 5 seconds to enter the temperature calibration, adjust the num-
ber by pressing “-" or “+" button, the calibration ranges from -5 to +5 degrees.

4.6 WIFI function on/off

Long press “Timer” button for 10 seconds to disable the WIFI connection and the WIFI sign
on the screen will disappear. Long press “Timer” button for 10 seconds to turn it on again.

4.7 Manual control:

To enter the manual mode, activate the power switch, press power button to power on the
heater and the “M” sign will show on the screen. Now the heater operates in the manual
mode, adjust your desired temperature by pressing “-" or “+" button, 2 seconds later the
screen will retain to the reading of current room temperature. If you would like to set up
the timer, press timer button and “00H” will appear on the screen and you can set the ti-
mer by press “-" and “+" button to start the count-down timer. Please notice that once the
timer is set, the heater will automatically work under the manual mode.

4.8 TERMOFOL SMART application

4.8.1 Application selection and installation

The heater works only with 2.4 GHz WiFi networks. The heater is controlled by the
TERMOFOL SMART application available for Android and iOS platforms. For the purpose of
the performance of the process of connecting the thermostat to the local Wi-Fi network,
download the TERMOFOL SMART application to your mobile device using the following QR
codes:

Android: iOS:

[=]




Install the downloaded application on the mobile device and turn on the location services
and WiFi connection of the device to the network to which we will connect the heater.
Make a note of the password for this network, as it will be needed in the rest of the confi-
guration process.

4.8.2. Registration and account creation in the application

For the purpose of using the application, you must create a user account (sign-in in the
application). To do so, the user should run the application and on the first screen select the
‘register’ option. On the next screen
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the user specifies the country of installation and enters the e-mail address or telephone
number to which the verification code will be sent. After completing this data, the verifica-
tion code sent should be read from the e-mail or SMS message received, and completed
on the next application registration screen. The user completes the registration process
by setting a password for the account, which we will use to log in to our account in the
application from now on. Registration is complete and you can move on to adding the
device - connecting the heater.

4.8.3. Preparation of the heating panel to connect to WIFI

Switch off the heating panel with the on / off button. OFF will appear on the screen. Press
and hold the WIFI button until the WIFI icon flashes rapidly on the screen. Then the heating
panel is ready to be connected with the application.



4.8.4. Connecting the heating panel with the application

Having prepared the heating panel, start the TERMOFOL SMART application and after log-
ging in to the application on the main screen, select the add device function.
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On the next screen, select the thermostat icon, and on the next screen, select the ,,con-
firm fast blinking display” option and select the ,,next” button. On the next screen, enter
the access password of the wifi network to which the heater is connected and confirm by
selecting the ,next” button. The connection process is fully automatic, and its progress can
be tracked on the screen showing the progress of time and on the 3-point axis indicating
the subsequent stages of establishing the connection. After completing the connection
process, the progress indicator will reach level 3, after which a screen will automatically
appear informing about the successful addition of the device and allowing for a possible
change of the name of this device under which it will be displayed in the application. We
approve the entire process by clicking on the ,Done” in the upper right corner of the ap-
plication screen.
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4.8.5 WIFI Reset

To reset the WIFI connection, press and hold the WIFI button for about 5 seconds until the
WIFI icon starts flashing again.

5. Technical Specifications

The panels covered by this manual are listed in the table below.

Model Power Dimensions Mounting IP protection
TF-CS500 500 W 60*60 cm Wall P24
TF-CS1000 1000 W 60*120 cm Wall P24
TF-CS500 TF-CS1000
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ErP information requirement for the electric local space heaters

Models: TF-CS500

Item Sign Value Unit Item Unit

Type of heat input, for electric storage

Heatoutput local space heaters only(Select one)

manual heat charge control, No

Nominal heat output Pnom 0,5 kW with integrated thermostat

Minimum heat out- manual heat charge control

indicati Pmin 0,0 kw with room and/or outdoor No
put(indicative) temperature feedback
Auxiliary electricity consumption fan assisted heat output No
: Type of heat output/
At nominaltheat elmax 0,5 kw room temperature
outpu control(select one)
; Single stage heat output
At mlnn;urr; heat elmin 0,0 kw and no room temperature No
outpu control
two or more manual stages,
In Standby mode elSB 0,001 kw no room temperature No
control
with mechanic thermostat No

room temperature control

with electronic room tempe- No
rature control

electronic room temperature N
. 0
control plus day timer

electronic room temperature

control plus week timer Vies
Other control options(mul-
tiple selection possible)
room temperature control, with
) No
presence detection
room temperature control,
with open window detec- Yes
tion
with distance control option No
with adaptive start No
with working time limitation No

with black bulb sensor No



ErP information requirement for the electric local space heaters

Models: TF-CS1000

Item Sign Value

Heat output

Nominal heat output Pnom 1

Minimum heat out-

put(indicative) Al o

Auxiliary electricity consumption

At nominal heat

output elmax 1
At minmum heat elmin 00
output
In Standby mode elSB 0,001

Unit

kw

kw

kw

kw

kw

Item Unit

Type of heat input, for electric storage
local space heaters only(Select one)

manual heat charge control, No
with integrated thermostat

manual heat charge control

with room and/or outdoor No
temperature feedback

fan assisted heat output No
Type of heat output/

room temperature
control(select one)

Single stage heat output

and no room temperature No
control
two or more manual stages,
no room temperature No
control

with mechanic thermostat

room temperature control No
with electronic room tempe- No
rature control
electronic room temperature No
control plus day timer
electronic room temperature Vs
control plus week timer
Other control options(mul-
tiple selection possible)
room temperature control, with No
presence detection
room temperature control,
with open window detec- Yes
tion
with distance control option No
with adaptive start No
with working time limitation No

with black bulb sensor No
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